
CITY OF RALEIGH

DEPARTMENT OF PUBLIC UTILITIES

DATE REVISIONS DATEREVISIONSDWG. NO.

S-24

VENT DETAIL

HYFE
3'-0"

HYFE
3'-0"

MIN. 12" PRE-CAST
TOP SLAB

9" STONE

* SEE VENT DETAIL

D.W.C. 6-7-99

FLANGE

GASKET

STAINLESS
STEEL BOLTS

NOTES:

RRH 3-30-00

4" "HOT DIPPED"
GALV. PIPE

A.B.B. 4-15-04

WALL COLLAR

D.H.L. 6/16/08

CAM-LOK WATER TIGHT
MANHOLE FRAME AND

COVER CENTERED IN
TOP

SEAL AROUND VENT
PIPE THROUGH
MANHOLE

VENT OPENING TO BE TWO FOOT ABOVE
HUNDRED YEAR FLOOD ELEVATION

VENT OPENING TO
BE SCREENED

FACTORY CAST IN PLACE
GALVANIZED PIPE FLANGE
12" ABOVE MH TOP

PROPOSED
GRADE

MANHOLE TO
HAVE CAST IN
RISER OPPOSITE
STEPS TO
ACCOMODATE 4"
"HOT DIPPED"
GALVANIZED PIPE.

STANDARD SEAL TIGHT MANHOLE
WITH VENTED STACK

SLOPE FINISHED GRADE
AWAY FROM MANHOLE
ALL SIDES.

* OTHER ACCEPTABLE
COVERS

1. VENT MUST BE FACTORY WELDED
FABRICATED AND "HOT DIPPED"
GALVANIZED.
2.HYFE- Hundred Year Flood
elevation


