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                                                                        NOTES:

1.  PRELIMINARY SUBDIVISION PLAN (CITY OF RALEIGH #S-53-06) APPROVED DECEMBER 22, 2006.

2.  ALL CONSTRUCTION SHALL BE IN STRICT ACCORDANCE WITH CITY OF RALEIGH AND/OR NCDOT STANDARDS
     AND SPECIFICATIONS.

3.  CONSTRUCTION WITHIN WETLAND OR STREAM BUFFER AREAS SHALL CONFORM TO CONDITIONS OF
     APPROVAL AS SET FORTH IN LETTER DATED AUGUST 7, 2006 FROM THE NC DIVISION OF WATER QUALITY
     (DWQ) FOR DWQ PROJECT #06-0961, AND US ARMY CORPS OF ENGINEERS PERMIT
     (ACTION ID# SAW-2006-20546-292, DATED 7/27/2006)

4.  THE MINIMUM CORNER CLEARANCE FROM THE CURB LINE OR EDGE OF PAVEMENT OF INTERSECTING
     STREETS SHALL BE AT LEAST 20 FEET FROM THE POINT OF TANGENCY OF THE RADIUS CURVATURE,
     OR 20 FEET FROM THE INTERSECTION OF RIGHT-OF-WAY LINES, WHICHEVER IS GREATER.  THE RADIUS
     OF THE DRIVEWAY SHALL NOT ENCROACH ON THE MINIMUM CORNER CLEARANCE.

5.  WITHIN THE AREA OF A DEFINED SIGHT TRIANGLE, THERE SHALL BE NO SIGHT OBSTRUCTING OR PARTLY
     OBSTRUCTING WALL, FENCE, SIGN, FOLIAGE, BERMING OR PARKED VEHICLES BETWEEN THE HEIGHTS
     OF 24 INCHES AND 8 FEET ABOVE THE CURB LINE ELEVATION OR THE NEAREST TRAVELED WAY IF NO
     CURBING EXISTS.

6.  THE FULL WIDTH OF THE RIGHTS-OF-WAY SHALL BE CLEARED AND GRADED WITHIN 50 FEET
     OF ALL INTERSECTIONS. ADDITIONALLY, THE FULL WIDTH OF THE RIGHTS-OF-WAY SHALL BE
     CLEARED AND GRADED ALONG THE ENTIRE LENGTH OF THE ROADWAY FOR ALL STREETS
     CLASSIFIED AS MAJOR, MINOR OR SENSITIVE AREA THOROUGHFARES.

7.  DOUBLE WHEELCHAIR RAMPS ARE TO BE INSTALLED AT ALL PUBLIC STREET INTERSECTIONS WHERE
     SIDEWALK IS REQUIRED.  WHEN SIDEWALK IS NOT REQUIRED, CURB IS TO BE DEPRESSED AT ALL
     RAMP LOCATIONS AS SHOWN ON THE PLANS.

8.  FUTURE ACCESS POINTS FROM AND TO LOT 6 - PHASE 2 DEVELOPMENT AREAS SHOWN ARE APPROXIMATE
     FINAL LOCATION TO BE DETERMINED AT TIME OF SITE PLAN APPROVAL FOR FUTURE DEVELOPEMENT AREAS
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