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PRELIMINARY SITE

PLAN SUBMITTAL

LANDSCAPE ARCHITECTURE
LAND PLANNING
URBAN DESIGN

727 W. Hargett St. Suite 101
Raleigh, NC  27603 | 919.805.3586

LAYOUT &
MATERIALS

PLAN

KEYNOTE LEGEND
KEY DESCRIPTION DETAIL / SHEET

1A PLANTING BED - TRIPLE SHREDDED HARDWOOD MULCH. --

1B LIMITS OF PLANTING BED - 4" DEEP 'V' SPADED EDGE. --

1C BERMUDA TIFWAY 419 SOD AREA. --

1D COMMON BERMUDA SEED AREA. --

1E LIMITS OF SOD AREA. --

2A 24” WIDE CONCRETE CURB AND GUTTER (18” PAN AND 6” CURB) WITHIN LOT. 1/L302

2B 30” WIDE CONCRETE CURB AND GUTTER (24” PAN AND 6” CURB) WITHIN
RIGHT-OF-WAY. 1/L302

2C 4" THICK CONCRETE.  SAWCUT EXISTING TO NEAREST CONTROL JOINT. 2/L302

2D 6" THICK REINFORCED CONCRETE.  SAWCUT EXISTING TO NEAREST CONTROL JOINT. 2/L302

3A FLARED ACCESSIBLE RAMP. L303

3B CURBED ACCESSIBLE RAMP. L303

3C ACCESSIBLE ROUTE - 5% MAX. LONGITUDINAL SLOPE, 2% MAX. CROSS SLOPE --

3D HANDRAILS. 11/L302

4A HEAVY DUTY ASPHALT DRIVE LANES AND PARKING AREAS - PER CITY OF RALEIGH
STANDARDS. 6/L302

4B ASPHALT OVERLAY, COLD MILL EXISTING ASPHALT, REPAIR & PATCH ALL CRACKS
PRIOR TO OVERLAY. --

5A
ADA/HANDICAP ACCESSIBILITY PAVEMENT MARKINGS (4" WIDE STRIPES AT 45
DEGREES AS SHOWN ON PLAN). 8/L302

5B 4" WIDE PARKING STRIPE (TYP.) AS SHOWN ON PLAN. --

5C PRECAST CONCRETE WHEELSTOPS PER CITY OF RALEIGH STANDARDS. --

6A HANDICAP PARKING SIGN - PER MUTCD AND CITY OF RALEIGH STANDARD. 7/L302

6B

PEDESTRIAN WARNING SIGN (W11-2 WITH W16-7P SUBPLATE) BOLTED ONTO
STANDARD POST (3LB. U-CHANNEL PIPE SET 3' IN GROUND AND IN CONCRETE) ALL
PEDESTRIAN SIGNS AND PLACARDS SHALL USE FLORESCENT YELLOW-GREEN
SHEETING - PER MUTCD AND CITY OF RALEIGH STANDARD.

--

7A SEGMENTAL RETAINING WALL. 9/L302

7B MONUMENT SIGN. RE: ARCH

7C DUMPSTER ENCLOSURE. RE: ARCH

8A 4' HT. DECORATIVE FENCE. 10/L302

8B BIKE RACK (TWO SPACES PER RACK). RE: SPECS

8C BIKE CORRAL (SIX SPACES PER CORRAL). RE: SPECS

8D LONG-TERM BIKE SHELTER (ONE SPACE PER SHELTER). RE: SPECS

0 20 40 80

SCALE:  1" = 40' N L301

1. ALL ON SITE PERIMETER CURB & GUTTER SHALL BE 24" UNLESS OTHERWISE
NOTED.

2. CURB & GUTTER TO SLOPE (NEGATIVE OR POSITIVE) SAME AS PAVEMENT
EDGE. PONDING OF WATER IS PROHIBITED.

3. PROVIDE CONSTRUCTION JOINTS IN CONCRETE WALKWAYS EVERY 10'
(MAX.) WHEN WALKS ARE 10' WIDE. MATCH WIDTH UNDER 10'.

4. ALL PARKING LOT DIMENSIONS ARE TO FACE OF CURB, UNLESS
OTHERWISE NOTED ON THE PLANS.

5. BUILDING AND  ROADWAY STAKE OUT TO BE PERFORMED BY A
REGISTERED LAND SURVEYOR. ALL DIMENSIONS TO BE FIELD VERIFIED.
NOTIFY THE LANDSCAPE ARCHITECT OF ANY DISCREPANCY.

6. GUARDRAILS MUST BE INSTALLED ON THE OPEN SIDES OF ELEVATED
WALKING SURFACES THAT EXCEED 30 INCHES IN HEIGHT.

7. ALL GUARDRAILS MUST BE A MINIMUM HEIGHT OF 42 INCHES ABOVE THE
LEADING EDGE OF THE TREAD OR WALKING SURFACE.

8. GUARDRAILS SHALL HAVE BALUSTERS SUCH THAT A 4 INCH DIAMETER
SPHERE CANNOT PASS THROUGH ANY OPENING UP TO A HEIGHT OF 34
INCHES.  FROM 34 INCHES TO 42 INCHES ABOVE THE WALKING SURFACE,
A 8 INCH DIAMETER SPHERE SHALL NOT PASS.

9. ALL DIMENSIONS ARE TO OUTSIDE FACE OF BUILDING, TO CENTERLINE,
CENTER TO CENTER ON STRIPES, AND/OR FACE OF CURB, UNLESS
OTHERWISE NOTED.

10. ALL CROSSWALK MARKINGS WITHIN RIGHT-OF-WAY SHALL BE
CONSTRUCTED OF THERMOPLASTIC MATERIALS AND CONSTRUCTED IN
ACCORDANCE WITH NCDOT SPECIFICATIONS. CONTRACTOR TO INSTALL
CROSSWALKS IN SUCH A MANNER THAT CROSSWALKS ARE ALIGNED
BETWEEN HANDICAP/WALKWAY ACCESS POINTS OR PERPENDICULAR TO
THE ROADWAY / DRIVE LANE.

11. ALL SIGNS AND PAVEMENT MARKINGS ARE TO MEET MUTCD (MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES) AND NCDOT STANDARDS.

12. ALL SIGNS SHALL USE PRISMATIC SHEETING THAT MEETS MINIMUM
RETROREFLECTIVITY STANDARDS FOUND IN THE LATEST EDITION OF THE
MUTCD.

13. EXISTING UTILITIES AND STRUCTURES SHOWN, BOTH UNDERGROUND AND
ABOVE, ARE BASED ON A FIELD SURVEY PERFORMED JOHNNY EDWARDS
AND ASSOCIATES. THE CONTRACTOR SHALL LOCATE EXISTING UTILITIES,
UNDERGROUND LINES, AND STRUCTURES AS NECESSARY TO AVOID
DAMAGING OR DESTROYING EXISTING SERVICES.

14. ALL DEMOLITION, AND ANY SUBSEQUENT CONSTRUCTION, SHALL BE
PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS
SET FORTH AND APPROVED BY THE CITY OF RALEIGH. THE CONTRACTOR
IS RESPONSIBLE FOR OBTAINING ALL REQUIRED PERMITS. ALL TREE
PROTECTION FENCING SHALL REMAIN IN PLACE DURING CONSTRUCTION.

15. TRAFFIC CONTROLS FOR ANY UTILITY WORK WITHIN THE PUBLIC RIGHT OF
WAY SHALL BE PERFORMED IN COMPLIANCE WITH STANDARDS OF THE
NORTH CAROLINA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.
(MUTCD).

16. ENGINEER AND/OR OWNER DISCLAIM ANY ROLE IN THE CONSTRUCTION
MEANS AND/OR METHODS ASSOCIATED WITH THE PROJECT AS SET FORTH
IN THESE PLANS.

17. CONTRACTOR SHALL MAINTAIN AN "AS BUILT" SET OF DRAWINGS TO
RECORD THE ACTUAL LOCATION OF ALL PIPING PRIOR TO
CONCEALMENT. DRAWINGS SHALL BE GIVEN TO THE ENGINEER AT
REGULAR INTERVALS THROUGHOUT THE PROJECT FOR RECORD KEEPING.

18. THE CONTRACTOR, AT ALL TIMES, MUST KEEP THE PREMISES FREE FROM
ACCUMULATIONS OF WASTE MATERIALS OR RUBBISH CAUSED BY HIM, HIS
EMPLOYEES OR HIS WORK. ALL DEBRIS SHALL BE REMOVED FROM THE
PROJECT SITE ON A DAILY BASIS.

19. IF DEPARTURES FROM THE DRAWINGS OR SPECIFICATIONS ARE DEEMED
NECESSARY BY THE CONTRACTOR, DETAILS OF SUCH DEPARTURES FROM
THE CONTRACT DOCUMENTS SHALL BE MADE WITH THE EXPRESS WRITTEN
PERMISSION OF THE OWNER.

20. THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING THE ACTUAL
AND EXACT LOCATION, SIZE, AND MATERIAL COMPOSITION OF ANY
EXISTING WATER OR SEWER SERVICE PROPOSED FOR CONNECTION OR
USE ON THIS PROJECT. THE RELOCATION OF ANY UTILITY SERVICES
REQUIRED TO COMPLETE ANY PORTION OF THESE CONSTRUCTION PLANS

21. SIDEWALKS ARE PUBLIC AND MUST BE ACCESSIBLE TO PERSONS WHO ARE
BLIND, HAVE LOW VISION AND PEOPLE WITH MOBILITY DISABILITIES.
EXISTING PEDESTRIAN ROUTES AND ALTERNATE PEDESTRIAN ROUTES
DURING CONSTRUCTION ARE REQUIRED TO BE COMPLIANT WITH THE
PUBLIC RIGHTS OF WAY ACCESSIBILITY GUIDELINES (PROWAG), 2010 ADA
STANDARDS FOR ACCESSIBLE DESIGN AND THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD)

GENERAL SITE NOTES

PARKING REQUIREMENTS
USE AREA (SF) VEHICLE PARKING

BIKE PARKING (SHORT
TERM)

BIKE PARKING (LONG
TERM)

REQUIRED PROVIDED REQUIRED PROVIDED REQUIRED PROVIDED

RETAIL SALES 52,981 177 216 11 11 -- --

RESTAURANT / BAR 7,239 48 52 1 2 2 2

PERSONAL SERVICES 2,400 6 13 1 1 -- --

TOTAL 62,620 231 281 13 14 2 2
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CONSERVATION AREA TO BE
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SECONDARY TREE CONSERVATION
AREA 'A' - 65' WIDE PERIMETER YARD
(0.220 AC)

SECONDARY TREE CONSERVATION
AREA 'B' - 65' WIDE PERIMETER YARD
(0.214 AC)

SECONDARY TREE CONSERVATION
AREA 'C' - 65' WIDE PERIMETER YARD
(0.263 AC)

SECONDARY TREE CONSERVATION
AREA - 15.25" DBH OAK & CRITICAL
ROOT ZONE WITHIN 65' NON-VACANT
PROPERTY (0.026 AC)

SECONDARY TREE CONSERVATION
AREA - 16" DBH OAK & CRITICAL
ROOT ZONE WITHIN 65' NON-VACANT
PROPERTY (0.029 AC)
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SEGMENT 2 DATA
MIN. CALIPER: 4.5" Gum
MAX. CALIPER: 19" Maple
AVERAGE CALIPER: 11.7"
HEALTH: Good
COMPOSITION: 5 Deciduous
AVERAGE SPACING: 9'
BASAL AREA: 4.69 / 0.0402 = 117

SEGMENT 3 DATA
MIN. CALIPER: 4.5" Gum
MAX. CALIPER: 16.5" Red Cedar
AVERAGE CALIPER: 9.38"
HEALTH: Good
COMPOSITION: 4 Deciduous + 1
Evergreen
AVERAGE SPACING: 9.5'
BASAL AREA: 2.39 / 0.0460 = 52

SEGMENT 4 DATA
MIN. CALIPER: 5.5" Hardwood
MAX. CALIPER: 25.5" Oak
AVERAGE CALIPER: 13.7"
HEALTH: Good
COMPOSITION: 9 Deciduous + 1
Evergreen
AVERAGE SPACING: 8'
BASAL AREA: 12.53 / 0.0460 = 272

SEGMENT 5 DATA
MIN. CALIPER: 3" Gum
MAX. CALIPER: 13.5" Oak
AVERAGE CALIPER: 8"
HEALTH: Good
COMPOSITION: 5 Deciduous
AVERAGE SPACING: 14'
BASAL AREA: 2.23 / 0.0459 = 49

SEGMENT 6 DATA
MIN. CALIPER: 3.5" Gum
MAX. CALIPER: 15.5" Oak
AVERAGE CALIPER: 8.7"
HEALTH: Good
COMPOSITION: 7 Deciduous
AVERAGE SPACING: 10'
BASAL AREA: 3.54 / 0.0414 = 86

SEGMENT 8 DATA
MIN. CALIPER: 3" Gum
MAX. CALIPER: 22.25" Oak
AVERAGE CALIPER: 9.11"
HEALTH: Good
COMPOSITION: 12 Deciduous + 4
Evergreen
AVERAGE SPACING: 11'
BASAL AREA: 9.41 / 0.0749 = 126

SEGMENT 9 DATA
MIN. CALIPER: 4" Oak
MAX. CALIPER: 20.75" Oak
AVERAGE CALIPER: 9.9"
HEALTH: Good
COMPOSITION: 6 Deciduous + 2
Evergreen
AVERAGE SPACING: 12'
BASAL AREA: 5.82 / 0.0479 = 121

SEGMENT 10 DATA
MIN. CALIPER: 3" Maple
MAX. CALIPER: 20.25" Oak
AVERAGE CALIPER: 7.16"
HEALTH: Good
COMPOSITION: 6 Deciduous
AVERAGE SPACING: 12'
BASAL AREA: 2.87 / 0.0458 = 62

SEGMENT 11 DATA
MIN. CALIPER: 3.25" Gum
MAX. CALIPER: 11.5" Hardwood
AVERAGE CALIPER: 7.28"
HEALTH: Good
COMPOSITION: 8 Deciduous
AVERAGE SPACING: 10.5'
BASAL AREA: 2.64 / 0.0455 = 58

SEGMENT 14 DATA
MIN. CALIPER: 3" Holly
MAX. CALIPER: 9.5" Oak
AVERAGE CALIPER: 6"
HEALTH: Good
COMPOSITION: 11 Deciduous + 1
Evergreen
AVERAGE SPACING: 7.66'
BASAL AREA: 2.62 / 0.0442 = 59

SEGMENT 15 DATA
MIN. CALIPER: 3" Maple
MAX. CALIPER: 11.75" Pine
AVERAGE CALIPER: 6.5"
HEALTH: Good
COMPOSITION: 7 Deciduous + 8
Evergreen
AVERAGE SPACING: 7.33'
BASAL AREA: 4.53 / 0.0424 = 107

SEGMENT 16 DATA
MIN. CALIPER: 3.25" Dogwood
MAX. CALIPER: 19" Oak
AVERAGE CALIPER: 7.6"
HEALTH: Good
COMPOSITION: 8 Deciduous + 7
Evergreen
AVERAGE SPACING: 10.6'
BASAL AREA: 6.28 / 0.0412 = 152

SEGMENT 17 DATA
MIN. CALIPER: 5" Gum
MAX. CALIPER: 19.25" Oak
AVERAGE CALIPER: 10.4"
HEALTH: Good
COMPOSITION: 3 Deciduous + 3
Evergreen
AVERAGE SPACING: 8'
BASAL AREA: 4.35 / 0.0406 = 107

SEGMENT 18 DATA
MIN. CALIPER: 3" Oak
MAX. CALIPER: 19" Pine
AVERAGE CALIPER: 8.4"
HEALTH: Good
COMPOSITION: 4 Deciduous + 2
Evergreen
AVERAGE SPACING: 14'
BASAL AREA: 3.44 / 0.070 = 49

SEGMENT 19 DATA
MIN. CALIPER: 3" Dogwood
MAX. CALIPER: 12" Pine
AVERAGE CALIPER: 7"
HEALTH: Good
COMPOSITION: 2 Deciduous + 3
Evergreen
AVERAGE SPACING: 11'
BASAL AREA: 1.81 / 0.025 = 71
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PRELIMINARY SITE

PLAN SUBMITTAL

LANDSCAPE ARCHITECTURE
LAND PLANNING
URBAN DESIGN

727 W. Hargett St. Suite 101
Raleigh, NC  27603 | 919.805.3586

TREE
CONSERVATION

PLAN

NOTE:
1. ALL AREAS OUTSIDE OF THE DELINEATED

SECONDARY TREE CONSERVATION AREAS  WERE
STUDY AREAS WITHIN THE 65' WIDE PERIMETER YARD.

2. CRITICAL ROOT ZONES NOT SHOWN FOR TREES
UNDER 10" DBH.

3. SEGMENTS WITH A BASAL AREA UNDER 30:  N/A
4. SEGMENTS THAT DO NOT MEET TCA REQUIREMENTS

DUE TO EASEMENTS / OBSTRUCTION ENCROACHING
MORE THAN 30% INTO CRZ'S OR LIMIT
CONSERVATION AREAS TO LESS THAN 4,000 SF:
SEGMENTS 1, 7, 12 & 13.

LEGEND
SYMBOL DESCRIPTION

Critical Root Zones (≥10" DBH)
inside of Tree Conservation Areas

Critical Root Zones (≥10" DBH)
outside of Tree Conservation Areas
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