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EXISTING SITE DATA:

SITE ADDRESS: SEE PROPERTY ASSEMBLAGE TABLE
PIN NUMBER: SEE PROPERTY ASSEMBLAGE TABLE
DEED BOOK: SEE PROPERTY ASSEMBLAGE TABLE
ZONING(S): OX-3 & RX-3
OVERLAY DISTRICT: SRPOD (SPECIAL RESIDENTIAL PARKING OVERLAY DISTRICT)
GROSS ACREAGE: 3.604 AC (EXCLUDES R/W)
EXISTING USE: OFFICE & SINGLE FAMILY RESIDENTIAL
FLOOD HAZARD AREA: NO
FEMA MAP: MAP # 3720079400J & 3720170400J; PANEL 0794 & 1704;

EFFECTIVE DATE 05/02/2006
ALLUVIAL SOILS: N/A

EXISTING CONDITIONS AND DEMOLITION NOTES:
1. ALL WORK SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH STANDARDS AND

SPECIFICATIONS.

2. THE CONTRACTOR SHALL COORDINATE ALL REMOVAL EFFORTS WITH THE OWNER PRIOR TO
COMMENCING WORK.

3. SPECIAL CARE SHALL BE TAKEN TO PROTECT AND MAINTAIN ALL EXISTING FEATURES,
INCLUDING BELOW GROUND, NOT MARKED FOR REMOVAL.  IN THE EVENT OF ANY IMPACT TO
SUCH FEATURES, THE CONTRACTOR SHALL PERFORM REPAIR AND/OR RESTORE TO ORIGINAL
CONDITION AS OF START OF WORK.

4. NO DEMOLITION DEBRIS IS TO BE STORED ON SITE. ALL DEMOLITION MATERIAL TO BE
PROMPTLY REMOVED FROM THE SITE OR PLACED IN APPROPRIATE CONTAINERS.

5. TRAFFIC CONTROL IS CONTRACTOR'S RESPONSIBILITY.

6. WHEN REMOVING EXISTING PAVEMENT, SAWCUT PAVEMENT PRIOR TO REMOVAL TO PROVIDE
NEAT LINES AND JOINTS.

7. SITE DEMOLITION SEQUENCE TO BE PROVIDED BY THE CONTRACTOR.

8. THE CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY PERMIT FOR ANY WORK WHICH REQUIRES
THE CLOSURE OF A TRAVEL LANE(S) AND/OR SIDEWALK FROM THE TRANSPORTATION
OPERATION DIVISION/PUBLIC WORKS DEPARTMENT.

9. ALL SIDEWALKS MUST BE ACCESSIBLE TO PERSONS WHO ARE BLIND, HAVE LOW VISION AND
PEOPLE WITH MOBILITY DISABILITIES.  PEDESTRIAN EXISTING ROUTES AND ALTERNATE
PEDESTRIAN ROUTES DURING CONSTRUCTION WILL BE REQUIRED TO BE COMPLIANT WITH
THE PUBLIC RIGHTS OF WAY ACCESSIBILITY GUIDELINES (PPOWAG), 2010 ADA STANDARDS FOR
ACCESSIBLE DESIGN AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

10. IF UNFORESEEN CONDITIONS DEVELOP DURING CONSTRUCTION, REFER TO "CITY OF RALEIGH
STREET DESIGN MANUAL" AND CONTACT PUBLIC WORKS DEPARTMENT FOR FURTHER
GUIDANCE.

11. PRIOR TO START OF CONSTRUCTION, THE CONTRACTOR SHALL SCHEDULE A
PRE-CONSTRUCTION MEETING WITH THE CITY OF RALEIGH PUBLIC WORKS DEPARTMENT /
TRANSPORTATION FIELD SERVICES STAFF TO REVIEW THE SPECIFIC COMPONENTS OF THE
PLAN AND OPERATION OF THESE FACILITIES DURING CONSTRUCTION.  CONTACT ENGINEERING
INSPECTIONS AT 919.996.2409 TO SET UP THE MEETING.

12. THE CONTRACTOR SHALL CONDUCT THE WORK IN A SAFE MANNER AND WITH A MINIMUM
AMOUNT OF INCONVENIENCE TO TRAFFIC.

13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TRAFFIC CONTROL AND SHALL ADHERE
TO THE PROVISIONS OF THE MUTCD (MOST CURRENT EDITION).

14. ANY TEMPORARY STREET CLOSURE MUST BE SUBMITTED A MINIMUM OF 2 WEEKS PRIOR TO
THE START OF WORK.  SEE " RIGHT-OF-WAY CLOSURES" ON WWW.RALEIGHNC.GOV.
COMPLETE AND SEND THE RIGHT-OF-WAY OBSTRUCTION PERMIT TO
RIGHTOFWAYSERVICES@RALEIGHNC.GOV.

15. PRIOR TO CONSTRUCTION BEGINNING, ALL SIGNAGE AND TRAFFIC CONTROL SHALL BE IN
PLACE

16. CONTRACTOR IS EXPLICITLY ADVISED TO FILED LOCATE AND VERIFY LOCATION OF ALL
EXISTING UTILITIES PRIOR TO CONSTRUCTION.  LOCATION OF EXISTING UNDERGROUND
UTILITIES SHOWN ON PLANS IS APPROXIMATE BASED ON BEST AVAILABLE INFORMATION AND
SHOULD BE CONSIDERED APPROXIMATE.

17. CONTRACTOR TO REPORT ANY DISCREPANCIES TO LANDSCAPE ARCHITECT/CIVIL ENGINEER
PRIOR TO ANY CONSTRUCTION ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD LOCATION OF
UNDERGROUND UTILITIES.

18. SURVEY COMPLETED BY WITHERSRAVENEL, 2016.  ALL AREAS COMPUTED BY COORDINATE
METHOD. BASIS OF BEARING IS NAD 83(2001). ALL DISTANCES HORIZONTAL GROUND
DISTANCES.

EXISTING CONDITION NOTES

1. AREAS COMPUTED BY COORDINATE METHOD.
2. BASIS OF BEARING NAD 83(2001)
3. ALL DISTANCES ARE HORIZONTAL GROUND DISTANCES.
4. IRON PIPES TO BE SET AT ALL CORNERS UNLESS OTHERWISE NOTED.
5. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT  OF A TITLE REPORT AND THE PROPERTY MAY
BE SUBJECT TO ADDITIONAL MATTERS WHICH A COMPLETE TITLE SEARCH WOULD REVEAL.
6. THIS PROPERTY IS NOT LOCATED IN A DESIGNATED FEMA FLOOD PLAIN AS SHOWN ON THE
FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAP NO. 3720079400J, PANEL 0794,
EFFECTIVE DATE MAY 2, 2006 AND MAP NO. 3720170400J, PANEL 1704, EFFECTIVE DATE MAY 2, 2006.
7. BUILDING AREAS CALCULATED FROM THE EXTERIOR DIMENSIONS.
8. BUILDING HEIGHTS MEASURED FROM THE HIGHEST RIDGE TO THE FFE.
9. EACH OF THE THREE "TBM" ARE LOCATED ON A FLANGE BOLT ON A FIRE HYDRANT.
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EXISTING IMPERVIOUS AREA ON SITE = 112,794 SF (2.59 AC)
*SEE STORMWATER MANAGEMENT PLAN FOR LOT-BY-LOT BREAKDOWN.

REFER TO DETAILED EXISTING
CONDITION PLANS, SHEETS C1.1 &

C1.2



PRELIMINARY

Sheet No.

Designer

Drawn By

Date

Job No.

W
i
t
h

e
r
s
R

a
v

e
n

e
l

1
3

1
 

1

2

 
S

 
W

i
l
m

i
n

g
t
o

n
 
S

t
r

e
e

t
 
|
 
R

a
l
e

i
g

h
,
 
N

C
 
2

7
6

0
1

 
|
 
t
:
 
9

1
9

.
4

6
9

.
3

3
4

0
 
|
 
l
i
c

e
n

s
e

 
#

:
 
C

-
0

8
3

2
 
|
 
w

w
w

.
w

i
t
h

e
r

s
r

a
v

e
n

e
l
.
c

o
m

Revisions

K
:
\
1

6
\
1

6
-
0

1
7

0
\
1

6
0

1
7

1
-
M

a
i
d

e
n

 
L

a
n

e
\
C

A
D

\
A

d
m

i
n

i
s

t
r

a
t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
\
C

1
.
0

 
E

x
i
s

t
i
n

g
 
C

o
n

d
i
t
i
o

n
s

 
P

l
a

n
.
d

w
g

-
 
W

e
d

n
e

s
d

a
y

,
 
N

o
v

e
m

b
e

r
 
3

0
,
 
2

0
1

6
 
2

:
0

2
:
5

6
 
P

M
 
-
 
C

A
U

D
L

E
,
 
R

O
B

E
n

g
i
n

e
e

r
s
 
|
 
P

l
a

n
n

e
r
s

A
d

m
i
n

i
s
t
r
a

t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
 
f
o

r

H
I
L

L
S

T
O

N
E

 
C

A
M

E
R

O
N

 
V

I
L

L
A

G
E

R
A

L
E

I
G

H
,
 
N

O
R

T
H

 
C

A
R

O
L

I
N

A

2160171.00

12/01/2016

RSF

WR

R

D
E

T
A

I
L

E
D

 
E

X
I
S

T
I
N

G

C
O

N
D

I
T

I
O

N
S

 
P

L
A

N
 
-
 
N

O
R

T
H

C1.1

1 inch = 20 ft.

20

GRAPHIC SCALE

0 10 20 40

LEGEND:

EX. FIRE HYDRANT
EX. POWER POLE
IRON PIPE SET
IRON PIPE FOUND
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EX. WATER VALVE
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EX. SANITARY MANHOLE
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EX. WATER LINE
EX. UNKNOWN UNDERGROUND UTILITY
EX. MAJOR CONTOUR LINE
EX. MINOR CONTOUR LINE
 



PRELIMINARY

Sheet No.

Designer

Drawn By

Date

Job No.

W
i
t
h

e
r
s
R

a
v

e
n

e
l

1
3

1
 

1

2

 
S

 
W

i
l
m

i
n

g
t
o

n
 
S

t
r

e
e

t
 
|
 
R

a
l
e

i
g

h
,
 
N

C
 
2

7
6

0
1

 
|
 
t
:
 
9

1
9

.
4

6
9

.
3

3
4

0
 
|
 
l
i
c

e
n

s
e

 
#

:
 
C

-
0

8
3

2
 
|
 
w

w
w

.
w

i
t
h

e
r

s
r

a
v

e
n

e
l
.
c

o
m

Revisions

K
:
\
1

6
\
1

6
-
0

1
7

0
\
1

6
0

1
7

1
-
M

a
i
d

e
n

 
L

a
n

e
\
C

A
D

\
A

d
m

i
n

i
s

t
r

a
t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
\
C

1
.
0

 
E

x
i
s

t
i
n

g
 
C

o
n

d
i
t
i
o

n
s

 
P

l
a

n
.
d

w
g

-
 
W

e
d

n
e

s
d

a
y

,
 
N

o
v

e
m

b
e

r
 
3

0
,
 
2

0
1

6
 
2

:
0

2
:
5

9
 
P

M
 
-
 
C

A
U

D
L

E
,
 
R

O
B

E
n

g
i
n

e
e

r
s
 
|
 
P

l
a

n
n

e
r
s

A
d

m
i
n

i
s
t
r
a

t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
 
f
o

r

H
I
L

L
S

T
O

N
E

 
C

A
M

E
R

O
N

 
V

I
L

L
A

G
E

R
A

L
E

I
G

H
,
 
N

O
R

T
H

 
C

A
R

O
L

I
N

A

2160171.00

12/01/2016

RSF

WR

R

D
E

T
A

I
L

E
D

 
E

X
I
S

T
I
N

G

C
O

N
D

I
T

I
O

N
S

 
P

L
A

N
 
-
 
S

O
U

T
H

C1.2

1 inch = 20 ft.

20

GRAPHIC SCALE

0 10 20 40

LEGEND:

EX. FIRE HYDRANT
EX. POWER POLE
IRON PIPE SET
IRON PIPE FOUND
CALCULATED POINT
EX. WATER VALVE
EX. CATCH BASIN
EX. SANITARY MANHOLE
PROJECT BOUNDARY LINE
ADJACENT PROPERTY LINE
EX. RIGHT OF WAY
EX. OVERHEAD ELECTRIC LINE
EX. FIBER OPTIC LINE
EX. CABLE LINE
EX. PHONE LINE
EX. GAS LINE
EX. SANITARY SEWER LINE
EX. STORM DRAINAGE LINE
EX. WATER LINE
EX. UNKNOWN UNDERGROUND UTILITY
EX. MAJOR CONTOUR LINE
EX. MINOR CONTOUR LINE
 



PRELIMINARY

Sheet No.

Designer

Drawn By

Date

Job No.

W
i
t
h

e
r
s
R

a
v

e
n

e
l

1
3

1
 

1

2

 
S

 
W

i
l
m

i
n

g
t
o

n
 
S

t
r

e
e

t
 
|
 
R

a
l
e

i
g

h
,
 
N

C
 
2

7
6

0
1

 
|
 
t
:
 
9

1
9

.
4

6
9

.
3

3
4

0
 
|
 
l
i
c

e
n

s
e

 
#

:
 
C

-
0

8
3

2
 
|
 
w

w
w

.
w

i
t
h

e
r

s
r

a
v

e
n

e
l
.
c

o
m

Revisions

K
:
\
1

6
\
1

6
-
0

1
7

0
\
1

6
0

1
7

1
-
M

a
i
d

e
n

 
L

a
n

e
\
C

A
D

\
A

d
m

i
n

i
s

t
r

a
t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
\
C

3
.
0

 
S

i
t
e

 
P

l
a

n
.
d

w
g

-
 
W

e
d

n
e

s
d

a
y

,
 
N

o
v

e
m

b
e

r
 
3

0
,
 
2

0
1

6
 
3

:
1

3
:
0

0
 
P

M
 
-
 
C

A
U

D
L

E
,
 
R

O
B

E
n

g
i
n

e
e

r
s
 
|
 
P

l
a

n
n

e
r
s

A
d

m
i
n

i
s
t
r
a

t
i
v

e
 
S

i
t
e

 
R

e
v

i
e

w
 
f
o

r

H
I
L

L
S

T
O

N
E

 
C

A
M

E
R

O
N

 
V

I
L

L
A

G
E

R
A

L
E

I
G

H
,
 
N

O
R

T
H

 
C

A
R

O
L

I
N

A

2160171.00

12/01/2016

RSF

WR

R

O
V

E
R

A
L

L
 
S

I
T

E
 
P

L
A

N

C3.0

1 inch = 50 ft.

50

GRAPHIC SCALE

0 25 50 100

WHEEL CHAIR RAMP NOTES:

1. ALL WHEEL CHAIR RAMPS TO BE FIELD ADJUSTED WITH INPUT FROM THE CITY OF RALEIGH FIELD
INSPECTOR PRIOR TO INSTALLATION.

2. POWER POLES WHICH MAY CONFLICT WITH FIELD LOCATED WHEEL CHAIR RAMPS ARE TO BE
RELOCATED BY APPROPRIATE UTILITY COMPANY.

3. WHEEL CHAIR ACCESS RAMPS WILL BE PROVIDED IN ACCORDANCE WITH RALEIGH PUBLIC WORKS
TRANSPORTATION STANDARD T-20.01.1, T-20.01.02, T-20.01.03, & T-20.01.06.

ALL WORK WITHIN PUBLIC RIGHT-OF-WAY SHALL CONFORM WITH CITY OF
RALEIGH STANDARD SPECIFICATIONS AND DETAILS OR NCDOT STANDARDS
SPECIFICATIONS AND DETAILS, WHICHEVER IS APPLICABLE.

EN
TE

RP
RI

SE
 S

TR
EE

T

REFER TO DETAILED SITE PLANS, SHEETS C3.1 & C3.2

PARKING STRUCTURE
REFER TO ARCHITECTURAL PLANS

COURTYARD
(7,872 SF OUTDOOR

AMENITY AREA)
REFER TO

ARCHITECTURAL PLANS

PROPOSED 3-STORY
APARMENT BUILDING

REFER TO ARCHITECTURAL PLANS

EXISTING ROAD

PEDESTRIAN CONNECTOR
(11,543 SF OUTDOOR AMENITY AREA)

BUILDING SETBACK

BUILDING SETBACK

BUILDING SETBACK

PROPOSED RIGHT-OF-WAY (TYP)

PROPOSED 3-STORY APARMENT BUILDING
REFER TO ARCHITECTURAL PLANS

BUILD-TO MAXIMUM
BUILD-TO MINIMUM
BUILDING SETBACK

BUILDING SETBACK

BUILD-TO MAXIMUM (TYP)
BUILD-TO MINIMUM (TYP)
BUILDING SETBACK (TYP)

PARKING DECK ACCESS DRIVE

PARKING / LOADING AREA

LOADING AREA / TURN AROUND

FIRE TURN AROUND

PA
RK

IN
G 

DE
CK

 A
CC

ES
S 

DR
IV

E

5' LANDSCAPE EASEMENT
BM 2014 PG 233

BUILDING SETBACK

BUILD-TO MINIMUM

GENERAL NOTES:
1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH AND NCDOT STANDARDS AND

SPECIFICATIONS IF APPLICABLE.
2. THE CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY PERMIT FOR ANY WORK WHICH REQUIRES THE CLOSURE OF A TRAVEL

LANE(S), PARKING SPACE, OR SIDEWALK FROM RIGHT-OF-WAY SERVICES AT LEAST 48 HOURS IN ADVANCE.
3. IF CONSTRUCTION PLANS FOR PUBLIC AND PRIVATE STREETS OR UTILITIES SHOWN ON THIS PLAN ARE REQUIRED, THEY MUST

BE APPROVED BY THE PUBLIC WORKS DEPARTMENT AND PUBLIC UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR
RECORDING OF ANY PLAT FOR THIS DEVELOPMENT.

4. FIELD ADJUSTMENTS TO THIS PLAN MAY BE REQUIRED BY CITY OF RALEIGH INSPECTOR AS NEEDED DURING CONSTRUCTION.
5. ALL SURVEY INFORMATION PROVIDED TO WITHERSRAVENEL, RALEIGH, NORTH CAROLINA  OFFICE BY CARY, NORTH CAROLINA

OFFICE IN DIGITAL FORMAT AND SUPPLEMENTAL INFORMATION WAS OBTAINED FROM WAKE COUNTY GIS.
6. ALL PROPOSED CURB AND GUTTER WITHIN PUBLIC RIGHT OF WAY SHOWN ON PLANS TO BE 30" CITY OF RALEIGH STANDARD

CONCRETE CURB AND GUTTER, AND ALL OTHER PROPOSED CURB AND GUTTER TO BE 24" CONCRETE CURB AND GUTTER
UNLESS OTHERWISE STATED ON PLANS.

7. ALL DIMENSIONS SHOWN ARE TO BACK TO CURB, UNLESS OTHERWISE STATED ON PLANS.
8. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE THE

CURB LINE ELEVATION SHALL BE LOCATED IN WHOLE OR PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM,
FOLIAGE, FENCE, WALL, SIGN, OR PARKED VEHICLE.

9. UNLESS NOTED, ACCESS ROUTE FOR EMERGENCY VEHICLES SHALL PROVIDE AN INSIDE TURNING RADIUS OF 28' MINIMUM.
10. TRASH AND CARDBOARD DUMPSTER(S) ENCLOSURE SHALL COMPATIBLE WITH MATERIAL AND/OR COLOR OF THE PRINCIPAL

BUILDING.
11. ALL HVAC UNITS SHALL BE SCREENED FROM VIEW OF THE PUBLIC RIGHT OF WAY.
12. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND REPORT ANY

DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO ANY CONSTRUCTION ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD
LOCATION OF UNDERGROUND UTILITIES.

13. HANDICAP PARKING SPACE(S) AND HC ACCESS AISLE(S) SHALL BE NO GREATER THAN TWO PERCENT (2%) PITCH IN ANY
DIRECTION(S) AS PER ADA STANDARDS.

14. PROVIDE SIGNAGE AND STRIPING OF HANDICAP SPACES AS PER ADA STANDARDS.
15. ALL RETAINING WALLS GREATER THAN 30" IN HEIGHT TO INCLUDE SAFETY RAIL OR  FENCE.  NO RETAINING WALLS ARE

PERMITTED IN THE RIGHT-OF-WAY UNLESS APPROVED BY ENCROACHMENT.
16. THE MINIMUM CORNER CLEARANCE FROM THE CURB LINE OF INTERSECTING STREETS SHALL BE AT LEAST 50 FEET FROM THE

POINT OF TANGENCY OF THE CURB FOR MIXED-USE/COMMERCIAL DRIVEWAY.  NO DRIVEWAYS SHALL ENCROACH ON THIS
MINIMUM CORNER CLEARANCE.

17. WC ACCESS RAMPS WILL BE PROVIDED IN ACCORDANCE WITH CITY OF RALEIGH PUBLIC WORKS DEPARTMENT STANDARDS,
PROWAG STANDARDS AND ADAAG SPECIFICATIONS

18. ALL RAMPS AND HANDRAILS SHALL BE CONFORM TO ANSI STANDARDS.
19. ALL ABOVE GROUND UTILITY DEVICES (TO INCLUDE BUT NOT LIMITED TO TELEPHONE AND CABLE PEDESTALS, ELECTRICAL

TRANSFORMERS, BACKFLOW DEVICE HOTBOX, ETC) SHALL BE SCREENED FROM OFF-SITE VIEW BY EVERGREEN SHRUBS,
FENCE, OR WALL.

20. ALL SIDEWALKS MUST BE ACCESSIBLE TO PERSONS WHO ARE BLIND, HAVE LOW VISION AND PEOPLE WITH MOBILITY
DISABILITIES.  PEDESTRIAN EXISTING ROUTES AND ALTERNATE PEDESTRIAN ROUTES DURING CONSTRUCTION WILL BE
REQUIRED TO BE COMPLIANT WITH THE PUBLIC RIGHTS OF WAY ACCESSIBILITY GUIDELINES (PPOWAG), 2010 ADA STANDARDS
FOR ACCESSIBLE DESIGN AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

21. IF UNFORESEEN CONDITIONS DEVELOP DURING CONSTRUCTION, REFER TO "CITY OF RALEIGH STREET DESIGN MANUAL" AND
CONTACT PUBLIC WORKS DEPARTMENT FOR FURTHER GUIDANCE.

22. PRIOR TO START OF CONSTRUCTION, THE CONTRACTOR SHALL SCHEDULE A PRE-CONSTRUCTION MEETING WITH THE CITY OF
RALEIGH PUBLIC WORKS DEPARTMENT / TRANSPORTATION FIELD SERVICES STAFF TO REVIEW THE SPECIFIC COMPONENTS
OF THE PLAN AND OPERATION OF THESE FACILITIES DURING CONSTRUCTION.  CONTACT ENGINEERING INSPECTIONS AT
919.996.2409 TO SET UP THE MEETING.

23. THE CONTRACTOR SHALL CONDUCT THE WORK IN A SAFE MANNER AND WITH A MINIMUM AMOUNT OF INCONVENIENCE TO
TRAFFIC.

24. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TRAFFIC CONTROL AND SHALL ADHERE TO THE PROVISIONS OF THE
MUTCD (MOST CURRENT EDITION).

25. ANY TEMPORARY STREET CLOSURE MUST BE SUBMITTED A MINIMUM OF 2 WEEKS PRIOR TO THE START OF WORK.  SEE "
RIGHT-OF-WAY CLOSURES" ON WWW.RALEIGHNC.GOV.  COMPLETE AND SEND THE RIGHT-OF-WAY OBSTRUCTION PERMIT TO
RIGHTOFWAYSERVICES@RALEIGHNC.GOV.

26. PRIOR TO CONSTRUCTION BEGINNING, ALL SIGNAGE AND TRAFFIC CONTROL SHALL BE IN PLACE.

20' SOIL NAIL AND
CONSTRUCTION EASEMENT

DB 15902 PG 635
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ALL WORK WITHIN PUBLIC RIGHT-OF-WAY SHALL CONFORM WITH NCDOT STANDARD
SPECIFICATIONS AND DETAILS.

STANDARD UTILITY NOTES (AS APPLICABLE):
1. ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH DESIGN

STANDARDS, DETAILS & SPECIFICATIONS (REFERENCE: CORPUD HANDBOOK, CURRENT EDITION)
2. UTILITY SEPARATION REQUIREMENTS:

a) A DISTANCE OF 100' SHALL BE MAINTAINED BETWEEN SANITARY SEWER & ANY PRIVATE OR PUBLIC
WATER SUPPLY SOURCE SUCH AS AN IMPOUNDED RESERVOIR USED AS A SOURCE OF DRINKING WATER.
IF ADEQUATE LATERAL SEPARATION CANNOT BE ACHIEVED, FERROUS SANITARY SEWER PIPE SHALL BE
SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS. HOWEVER, THE MINIMUM SEPARATION SHALL
NOT BE LESS THAN 25' FROM A PRIVATE WELL OR 50' FROM A PUBLIC WELL

b) WHEN INSTALLING WATER &/OR SEWER MAINS, THE HORIZONTAL SEPARATION BETWEEN UTILITIES SHALL
BE 10'. IF THIS SEPARATION CANNOT BE MAINTAINED DUE TO EXISTING CONDITIONS, THE VARIATION
ALLOWED IS THE WATER MAIN IN A SEPARATE TRENCH WITH THE ELEVATION OF THE WATER MAIN AT
LEAST 18” ABOVE THE TOP OF THE SEWER & MUST BE APPROVED BY THE PUBLIC UTILITIES DIRECTOR.
ALL DISTANCES ARE MEASURED FROM OUTSIDE DIAMETER TO OUTSIDE DIAMETER

c) WHERE IT IS IMPOSSIBLE TO OBTAIN PROPER SEPARATION, OR ANYTIME A SANITARY SEWER PASSES
OVER A WATERMAIN, DIP MATERIALS OR STEEL ENCASEMENT EXTENDED 10' ON EACH SIDE OF CROSSING
MUST BE SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS

d) 5.0' MINIMUM HORIZONTAL SEPARATION IS REQUIRED BETWEEN ALL SANITARY SEWER & STORM SEWER
FACILITIES, UNLESS DIP MATERIAL IS SPECIFIED FOR SANITARY SEWER

e) MAINTAIN 18” MIN. VERTICAL SEPARATION AT ALL WATERMAIN & RCP STORM DRAIN CROSSINGS; MAINTAIN
24” MIN. VERTICAL SEPARATION AT ALL SANITARY SEWER & RCP STORM DRAIN CROSSINGS. WHERE
ADEQUATE SEPARATIONS CANNOT BE ACHIEVED, SPECIFY DIP MATERIALS & A CONCRETE CRADLE
HAVING 6” MIN. CLEARANCE (PER CORPUD DETAILS W-41 & S-49)

f) ALL OTHER UNDERGROUND UTILITIES SHALL CROSS WATER & SEWER FACILITIES WITH 18” MIN. VERTICAL
SEPARATION REQUIRED

3. ANY NECESSARY FIELD REVISIONS ARE SUBJECT TO REVIEW & APPROVAL OF AN AMENDED PLAN &/OR PROFILE
BY THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT PRIOR TO CONSTRUCTION

4. CONTRACTOR SHALL MAINTAIN CONTINUOUS WATER & SEWER SERVICE TO EXISTING RESIDENCES &
BUSINESSES THROUGHOUT CONSTRUCTION OF PROJECT. ANY NECESSARY SERVICE INTERRUPTIONS SHALL BE
PRECEDED BY A 24 HOUR ADVANCE NOTICE TO THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT

5. 3.0' MINIMUM COVER IS REQUIRED ON ALL WATER MAINS & SEWER FORCEMAINS. 4.0' MINIMUM COVER IS
REQUIRED ON ALL REUSE MAINS

6. IT IS THE DEVELOPER'S RESPONSIBILITY TO ABANDON OR REMOVE EXISTING WATER & SEWER SERVICES NOT
BEING USED IN REDEVELOPMENT OF A SITE UNLESS OTHERWISE DIRECTED BY THE CITY OF RALEIGH PUBLIC
UTILITIES DEPARTMENT. THIS INCLUDES ABANDONING TAP AT MAIN & REMOVAL OF SERVICE FROM ROW OR
EASEMENT PER CORPUD HANDBOOK PROCEDURE

7. INSTALL 4” DIP WATER SERVICES WITH METERS LOCATED AT ROW OR WITHIN A 2'X2' WATERLINE EASEMENT
IMMEDIATELY ADJACENT. NOTE: IT  IS THE APPLICANT'S RESPONSIBILITY TO PROPERLY SIZE THE WATER
SERVICE FOR EACH CONNECTION TO PROVIDE ADEQUATE FLOW & PRESSURE

8. INSTALL 8” PVC SEWER SERVICES @ 1.0% MINIMUM GRADE WITH CLEANOUTS LOCATED AT ROW OR EASEMENT
LINE & SPACED EVERY 75 LINEAR FEET MAXIMUM

9. PRESSURE REDUCING VALVES ARE REQUIRED ON ALL WATER SERVICES EXCEEDING 80 PSI; BACKWATER
VALVES ARE REQUIRED ON ALL SANITARY SEWER SERVICES HAVING BUILDING DRAINS LOWER THAN 1.0' ABOVE
THE NEXT UPSTREAM MANHOLE

10. ALL ENVIRONMENTAL PERMITS APPLICABLE TO THE PROJECT MUST BE OBTAINED FROM NCDWQ, USACE
&/OR  FEMA  FOR  ANY RIPARIAN BUFFER, WETLAND &/OR FLOODPLAIN IMPACTS  (RESPECTIVELY)  PRIOR  TO
CONSTRUCTION.

11. NCDOT / RAILROAD ENCROACHMENT AGREEMENTS ARE REQUIRED FOR ANY UTILITY WORK (INCLUDING MAIN
EXTENSIONS & SERVICE TAPS) WITHIN STATE OR RAILROAD ROW PRIOR TO CONSTRUCTION

12. GREASE INTERCEPTOR / OIL WATER SEPARATOR SIZING CALCULATIONS & INSTALLATION SPECIFICATIONS
SHALL BE APPROVED BY THE CORPUD FOG PROGRAM COORDINATOR PRIOR TO ISSUANCE OF A BUILDING
PERMIT. CONTACT TIM BEASLEY AT (919) 996-2334 OR TIMOTHY.BEASLEY@RALEIGHNC.GOV FOR MORE
INFORMATION

13. CROSS-CONNECTION CONTROL PROTECTION DEVICES ARE REQUIRED BASED ON DEGREE OF HEALTH HAZARD
INVOLVED AS LISTED IN APPENDIX-B OF THE RULES GOVERNING PUBLIC WATER SYSTEMS IN NORTH CAROLINA.
THESE GUIDELINES ARE THE MINIMUM REQUIREMENTS. THE DEVICES SHALL MEET AMERICAN SOCIETY OF
SANITARY ENGINEERING (ASSE) STANDARDS OR BE ON THE UNIVERSITY OF SOUTHERN CALIFORNIA APPROVAL
LIST. THE  DEVICES  SHALL  BE  INSTALLED  AND  TESTED  (BOTH  INITIAL  AND  PERIODIC  TESTING
THEREAFTER)  IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS OR THE LOCAL
CROSS-CONNECTION CONTROL PROGRAM, WHICHEVER IS MORE STRINGENT. CONTACT JOANIE HARTLEY AT
(919) 996-5923 OR  JOANIE.HARTLEY@RALEIGHNC.GOV FOR MORE INFORMATION

NOTE:
ANY EXISTING WATER OR SEWER TAPS NOT BEING RETAINED FOR USE IN REDEVELOPMENT OF SITE
SHALL BE ABANDONED AT MAIN AND SERVICE, REMOVED FROM ROW AND EASEMENT PER CORPUD
HANDBOOK PROCEDURE.

REFER TO DETAILED UTILITY
PLANS, SHEETS C5.1 & C5.2
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LANDSCAPE PLAN

Know what's below.

HC RAMPS:

1. ALL HC RAMPS TO BE FIELD ADJUSTED WITH INPUT FROM THE CITY OF RALEIGH
FIELD INSPECTOR PRIOR TO INSTALLATION.

2. POWER POLES WHICH CONFLICT WITH FIELD LOCATED HC RAMPS ARE TO BE
RELOCATED BY APPROPRIATE UTILITY COMPANY.

GENERAL NOTES:

1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH AND/OR NCDOT STANDARDS.

2. THE CONTRACTOR SHALL CONDUCT THE WORK IN A SAFE MANNER AND WITH A MINIMUM AMOUNT OF INCONVENIENCE TO TRAFFIC.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TRAFFIC CONTROL AND SHALL ADHERE TO THE PROVISIONS OF THE MUTCD (MOST CURRENT
EDITION).

4. PRIOR TO START OF WORK, A PRE-CONSTRUCTION MEETING MUST BE SET UP WITH THE CONTRACTOR AND CITY OF RALEIGH TRANSPORTATION
FIELD SERVICES STAFF.  CONTACT ENGINEERING INSPECTIONS AT 919-996-2409 TO SET UP THE MEETING.

5. THE CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY OBSTRUCTION PERMIT FOR ANY WORK WHICH REQUIRES THE TEMPORARY CLOSURE OF A
STREET, TRAVEL LANE, PARKING SPACE OR SIDEWALK FROM RIGHT-OF-WAY SERVICES AT LEAST 48 HOURS IN ADVANCE.

6. ANY TEMPORARY STREET CLOSURE MUST BE SUBMITTED 2 WEEKS PRIOR MINIMUM TO THE START OF THE WORK.  SEE “RIGHT-OF-WAY CLOSURES”
ON WWW.RALEIGHNC.GOV AND SEND THE RIGHT-OF-WAY OBSTRUCTION PERMIT TO RIGHTOFWAYSERVICES@RALEIGHNC.GOV.

7. ANY CONTRACTOR OR PROJECT MANAGER THAT IS WORKING ON A CITY PROJECT SHALL SUBMIT A NOTIFICATION TO THE  RW OBSTRUCTION
APPLICATION FOR EMERGENCY/MAINTENANCE WORK PRIOR TO THE START OF THE WORK.

8. PRIOR TO CONSTRUCTION BEGINNING, ALL SIGNAGE AND TRAFFIC CONTROL SHALL BE IN PLACE.

9. THE CONTRACTOR SHALL REPAIR ALL DAMAGED INFRASTRUCTURE IN THE RIGHT-OF-WAY AND RESTORE IT TO PREVIOUS OR BETTER CONDITION.

10. THE CONTRACTOR SHALL REPAIR ANY DAMAGES TO ADJACENT PROPERTIES AND RESTORE IT TO PREVIOUS OR BETTER CONDITION.

11. ALL SIDEWALKS MUST BE ACCESSIBLE TO PERSONS WHO ARE VISUALLY IMPAIRED AND PEOPLE WITH MOBILITY DISABILITIES.  PEDESTRIAN
EXISTING ROUTES AND ALTERNATE PEDESTRIAN ROUTES DURING CONSTRUCTION WILL BE REQUIRED TO BE COMPLIANT WITH THE PUBLIC RIGHTS
OF WAY ACCESSIBILITY GUIDELINES (PROWAG), 2010 ADA STANDARDS FOR ACCESSIBLE DESIGN AND THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (MUTCD). 

12. IF UNFORESEEN CONDITIONS DEVELOP DURING CONSTRUCTION, REFER TO "CITY OF RALEIGH STREET DESIGN MANUAL" AND CONTACT THE
DEVELOPMENT SERVICES RIGHT-OF-WAY SERVICE PERMITTING COORDINATOR AT (919) 996-2483

13. PRIOR TO START OF CONSTRUCTION, THE CONTRACTOR SHALL SCHEDULE A MEETING THE DEVELOPMENT SERVICES RIGHT-OF-WAY SERVICE
PERMITTING COORDINATOR AT (919) 996-2483

14. IF CONSTRUCTION PLANS FOR PUBLIC AND PRIVATE STREETS OR UTILITIES SHOWN ON THIS PLAN ARE REQUIRED, THEY MUST BE APPROVED BY
THE PUBLIC WORKS DEPARTMENT AND PUBLIC UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR RECORDING OF ANY PLAT FOR THIS
DEVELOPMENT.

15. FIELD ADJUSTMENTS TO THIS PLAN MAY BE REQUIRED BY CITY OF RALEIGH INSPECTOR AS NEEDED DURING CONSTRUCTION.

16. ALL SURVEY INFORMATION PROVIDED TO JDAVIS ARCHITECTS BY B.L. SCOTT & COMPANY IN RALEIGH, NORTH CAROLINA IN DIGITAL FORMAT IN
JANUARY, AND SUPPLEMENTAL INFORMATION WAS OBTAINED FROM WAKE COUNTY GIS IN MARCH 2011.

17. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE THE CURB LINE ELEVATION
SHALL BE LOCATED IN WHOLE OR PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE, FENCE, WALL, SIGN, OR PARKED
VEHICLE.

18. UNLESS NOTED, ACCESS ROUTE FOR EMERGENCY VEHICLES SHALL PROVIDE AN INSIDE TURNING RADIUS OF 28' MINIMUM.

19. UNLESS NOTED, ALL DIMENSIONS SHOWN ARE TO BACK OF CURB.

20. TRASH AND CARDBOARD DUMPSTER(S) ENCLOSURE SHALL COMPATIBLE WITH MATERIAL AND/OR COLOR OF THE PRINCIPAL BUILDING.

21. ALL HVAC UNITS SHALL BE SCREENED FROM VIEW OF THE PUBLIC RIGHT OF WAY.

22. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND REPORT ANY DISCREPANCIES TO LANDSCAPE
ARCHITECT PRIOR TO ANY CONSTRUCTION ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD LOCATION OF UNDERGROUND UTILITIES.

23. HANDICAP PARKING SPACE(S) AND HC ACCESS AISLE(S) SHALL BE NO GREATER THAN TWO PERCENT (2%) PITCH IN ANY DIRECTION(S) AS PER ADA
STANDARDS.

24. PROVIDE SIGNAGE AND STRIPING OF HANDICAP SPACES AS PER ADA STANDARDS.

25. ALL RETAINING WALLS GREATER THAN 30" IN HEIGHT TO INCLUDE SAFETY RAIL OR FENCE.

26. THE MINIMUM CORNER CLEARANCE FROM THE CURB LINE OF INTERSECTING STREETS SHALL BE AT LEAST 20 FEET FROM THE POINT OF
TANGENCY OF THE CURB.  NO DRIVEWAYS SHALL ENCROACH ON THIS MINIMUM CORNER CLEARANCE.

27. WC ACCESS RAMPS WILL BE PROVIDED IN ACCORDANCE WITH CIYT OF RALEIGH PUBLIC WORKS DEPARTMENT STANDARDS, PROWAG STANDARDS
AND ADAAG SPECIFICATIONS

28. ALL RAMPS AND HANDRAILS SHALL BE CONFORM TO ANSI STANDARDS.

29. ALL ABOVE GROUND UTILITY DEVICES (TO INCLUDE BUT NOT LIMITED TO TELEPHONE AND CABLE PEDESTALS, ELECTRICAL TRANSFORMERS,
BACKFLOW DEVICE HOTBOX, ETC) SHALL BE SCREENED FROM OFF-SITE VIEW BY EVERGREEN SHRUBS, FENCE, OR WALL.

SEE LP3.1 FOR LANDSCAPE DETAILS AND SPECIFICATIONS.

LANDSCAPE NOTES

1. CONTRACTOR TO FIELD VERIFY LOCATION AND DEPTH OF UTILITIES PRIOR TO INSTALLATION

2. THE PLAN DEPICTS REQUIRED PLANTINGS REQUIRED BY THE CITY OF RALEIGH.

3. ALL PLANT MATERIAL TO COMPLY WITH AMERICAN STANDARD FOR NURSERY STOCK BY THE AMERICAN ASSOCIATION OF NURSERYMEN, INC.

4. LOCATION OF PLANT MATERIAL TO BE REVIEWED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

5. ALL CONSTRUCTION TO CONFORM TO THE STANDARDS AND SPECIFICATIONS OF THE CITY OF RALEIGH.

6. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM DEPTH OF 3".  DOUBLE SHREDDED HARDWOOD MULCH; DYED BROWN; 2” MAXIMUM
PARTICLE SIZE.  NO PINE STRAW PERMITTED.

7. ALL LAWN AREAS TO BE SEEDED AS PER SEEDING SPECIFICATIONS.  ALL DISTURBED AREA SHALL EITHER BE MULCH OR LAWN.  REFER TO
SPECIFICATIONS.  PROVIDE ADD ALTERNATE FOR 'TIFBLAIR" CENTIPEDE SOD IN LIEU OF LAWN SEEDING.

8. ALL PLANTS TO BE COMPACT, UNIFORM AND WELL GROWN.

9. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE THE CURB LINE ELEVATION
SHALL BE LOCATED IN WHOLE OR PART. OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE, FENCE, WALL, SIGN, OR PARKED
VEHICLE.

10. ALL ABOVE-GROUND HVAC EQUIPMENT AND UTILITY DEVICES (TO INCLUDE, BUT NOT LIMITED TO TELEPHONE AND CABLE PEDESTALS; ELECTRICAL
TRANSFORMERS; BACKFLOW-DEVICE HOTBOX; ETC) SHALL BE SCREENED FROM OFF-SITE VIEW BY EVERGREEN SHRUBS, FENCE OR WALL.




