
Standard Sewer Detail Drawings 
 

 

S‐1   Standard Bedding for RCP   

S‐2   Standard Concrete Pavement Patch   

S‐3   Standard Asphalt Pavement Patch   

S‐4   Trench Bottom Dimensions & Backfilling Requirements for DIP and RCP   

S‐5   Trench Bottom Dimensions and Backfilling Requirements for PVC Gravity Sewer Main   

S‐6   Thrust Blocking Design Data for Sewer Force Main   

S‐7   Standard Thrust Blocking Views   

S‐8   Standard Main Marker for Sewer Force Mains In Easements   

S‐9   Standard Sewer Force Main Air Release Valve   

S‐10   Aerial Pipe Crossing General Notes   

S‐11   Aerial Pipe Crossing Typical Plans   

S‐12   Aerial Pipe Crossing Steel Casing Pipe Elevation   

S‐13   Aerial Pipe Crossing Typical Pipe Section & Elevation   

S‐14   Aerial Pipe Crossing Concrete Pier   

S‐15   Aerial Pipe Crossing Pile Cap   

S‐16   Aerial Pipe Crossing Pile Supported Pier   

S‐17   Aerial Pipe Crossing Concrete Pier on Bedrock   

S‐18   Aerial Pipe Crossing Casing Pipe   

S‐19   Aerial Pipe Crossing Concrete Support   

S‐20   Standard Pre‐cast Sanitary Sewer Manhole   

S‐21   Extended Bases or Cast‐in‐Place Reinforced Concrete Base   

S‐22   Standard Manhole Installation over Existing Sewer Main   

S‐23   Standard High Velocity Manhole Invert   

S‐24   Standard Seal Tight Manhole w/ Vented Stack  

S‐25   Standard Manhole Cover   



Standard Sewer Detail Drawings 
 

 

S‐26   Manhole Frame and Watertight Cover   

S‐27   Watertight Manhole Frame with Cam Lock Cover   

S‐28   Standard Slip Resistant Manhole Step Detail   

S‐29   Standard Slip Resistant Manhole Step Detail within Paved Surfaces   

S‐30   Typical Sanitary Sewer Lateral Connection   

S‐31   Lateral Saddle Installation Detail for PVC Pipe   

S‐32   Lateral Saddle Installation Detail for VCP and DIP   

S‐33   Main Extension to Tie into Tee Manhole   

S‐34   4” Cleanout Plug   

S‐35   Minimum Requirements for Pump Station (Layout)  

S‐36   Pump Station Electrical Panel   

S‐37   Weather Hood for Electrical Equipment Panel   

S‐38   Typical Sanitary Sewer Service Backwater Valve Installation   

S‐39   Pipe Alignment Guide (Spiders)   

S‐40   Oil and Grease Trap Sizing   

S‐40a   Oil and Water Separator   

S‐41   Oil and Grease Trap Dimensions   

S‐42   Typical Sewer Service Requiring Backwater Valve  

S‐43   8” & 10” Sanitary Sewer Easement Widths   

S‐44   Standard Odor Control Building Front Elevation   

S‐45   Standard Odor Control Building Side Elevation   

S‐46   Standard Odor Control Building Floor Elevation   

S‐47   Standard Odor Control Building Mechanical, Electrical 

S‐48   Generator Pad 

S‐49   Concrete Cradle Protection for Sewer Line Crossings   



Standard Sewer Detail Drawings 
 

 

S‐50   Standard Vertical Bend 

S‐51   Aerial Sewer Service   
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