
SECTION "A-A"

ACCESS RAMP

6" CONC.SIDEWALK

PUBLIC WORKS DEPARTMENT

REVISIONS NOT TO SCALE

CITY OF RALEIGH

DATE: 9/1/13
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(TYP. 15 LOCATIONS)

1/4'' DIA. CTSK HOLES

EXPANSION ANCHOR

1/4'' X 1 1/2'' LG.

VIEW B 4X SCALE
TILE INSTALLATION

BARRIER FREE RAMPS

WHEN RETRO FITTING EXISTING

THIS APPLICATION ONLY TO BE USED

WITH DETECTABLE WARNING PAVERS

SLOPE 12:1 MAX (5'-4" MIN.)

2' DETECTABLE

SEE NOTE #1

WARNING DOMES
CURB & GUTTER

DEPRESSED CURB

FOUNDATION

4" CONCRETE

2"

STANDARD 2'- 6"

SHEET 3 OF 4

(RETROFIT ONLY)

SURFACE, SURFACE APPLIED

DETECTABLE WARNING
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SECTION ''B'' SCALE

DETECTABLE WARNING SURFACE SYSTEM

SURFACE APPLIED/RETROFIT

EXISTING CONCRETE

T-20.04.3

    DETECTABLE WARNING AREA.

    LIGHT ON DARK, OR DARK ON LIGHT SEQUENCE COVERING THE

2. OBTAIN 70% CONTRAST VISIBILITY WITH ADJOINING SURFACE, EITHER

 

    WIDTH OF THE RAMP FLOOR AS SHOWN ON DETAIL.

1. DETECTABLE WARNING DOMES SHALL COVER 2'-0" LENGTH AND FULL

NOTES:

(4' MIN LANDING)


