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ENVISION HOMES, LLC

PIN: 0774-77-7918

5739 Trinity Road

ENVISION HOMES, LLC

PIN: 0774-77-8943

5721 Trinity Road

0.950 Acres (41,384 S.F.)

JEFFREY L. CUTLIP

D.B. 8911, PAGE 1900

PIN: 0774-77-9876

ENVISION HOMES, LLC

PIN: 0774-77-6775

5801 Trinity Road

KENNETH LEROY HICKS

D.B. 12338, PAGE 602

AIS FORESTRY & FARMING LLC.

D.B. 14084, PAGE 770

PIN: 0774-76-4860

AIS FORESTRY & FARMING LLC.

D.B. 14084, PAGE 770

PIN: 0774-76-4860
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NOT FOR CONSTRUCTION

PROFESSIONAL'S SEAL

C-02

N

30' 60'

SCALE IN FEET

15'30'
SCALE: 1 IN = 30 FT

SCALE IN FEET
HORIZONTAL

0

GENERAL NOTES:

EXISTING

T R I N I T Y  R O A D

60' PUBLIC RIGHT OF WAY

PROPERTY
BOUNDARY, TYP

1. THIS PLAN IS NOT INTENDED FOR PLATTING OR RECORDATION.
2. THE INTENT OF THIS PLAN IS TO ILLUSTRATE THE EXISTING FEATURES, STRUCTURES AND

TOPOGRAPHY OF THE PROPERTY. THE INFORMATION SHOWN ON THIS PLAN WAS
PROVIDED AND DEVELOPED BY OTHERS.  CURRY ENGINEERING DOES NOT GUARANTEE
THE ACCURACY OF THE INFORMATION, THUS IT HAS NOT BEEN SEALED. SURVEY
INFORMATION SHOWN WITHIN THE PARENT PROPERTY BOUNDARY REPRESENTS FIELD
SURVEY INFORMATION CONDUCTED IN JANUARY TO FEBRUARY 2016 BY TAYLOR LAND
CONSULTANTS.  INFORMATION SHOWN NORTH OF TRINITY ROAD IS PROVIDED BY BNK
CONSULTING ENGINEERS.

3. NO TITLE OPINION ON THIS PROPERTY HAS BEEN FURNISHED.
4. AREAS COMPUTED BY THE COORDINATE METHOD.
5. THE PROPERTY SHOWN HEREON IS SUBJECT TO ALL RIGHTS-OF-WAY, EASEMENTS,

COVENANTS, AND RESTRICTIONS OF RECORD.
6. ALL DISTANCES SHOWN ON THE SURVEY ARE HORIZONTAL GROUND DISTANCES.
7. THE PROPERTY SHOWN IS LOCATED IN FLOOD ZONE "X", AREAS DETERMINED TO BE

OUTSIDE THE 0.2% ANNUAL CHANCE AND FUTURE CONDITIONS 1% ANNUAL CHANCE
FLOODPLAN PER FEMA FIRM PANEL 3720077400J  DATED 05/02/06

8. VERTICAL DATUM: NAVD88, HORIZONTAL DATUM: NAD83
9. CONTRACTOR SHALL FIELD VERIFY THE LOCATIONS, DEPTHS, AND MATERIALS OF ALL

EXISTING UTILITIES PRIOR TO BEGINNING CONSTRUCTION ACTIVITY ON SITE.
UNDERGROUND UTILITIES ARE SHOWN BASED ON MARKINGS PROVIDED BY THE NC ONE
CALL CENTER AND ABOVE GROUND EVIDENCE.  EXISTING CONDITIONS SHOULD BE
CONSIDERED APPROXIMATE IN NATURE. WHILE EVERY EFFORT HAS BEEN MADE TO
ENSURE THE ACCURACY OF THE INFORMATION GIVEN,  ACTUAL FIELD CONDITIONS MAY
VARY AND SHOULD BE CONFIRMED PRIOR TO CONSTRUCTION.

10. SURVEY FOR TRINITY ROAD AND TRINITY OFFICE PARK PROVIDED BY BASS, NIXON &
KENNEDY, INC.

LEGEND

TRINITY OFFICE PARK
UNDER CONSTRUCTION

EXISTING

W A D E  P A R K  B O U L E V A R D

60' PUBLIC RIGHT OF WAY

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH

CITY OF RALEIGH STANDARDS & SPECIFICATIONS

Surveyor:

Taylor Land Consultants

5448 Apex Peakway

Apex, NC 27502

919.801.1104 (o)

919.337.7998 (m)

Contact: Jeremy Taylor, PLS

PROFESSIONAL ENGINEER SEAL NOT
AFFIXED TO SHEET AS ENGINEER DOES
NOT CERTIFY INFORMATION PROVIDED

BY OTHERS
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D.B. 8911, PAGE 1900
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D.B. 12338, PAGE 602
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NOT FOR CONSTRUCTION

PROFESSIONAL'S SEAL

C-04

N

30' 60'

SCALE IN FEET

15'30'
SCALE: 1 IN = 30 FT

SCALE IN FEET
HORIZONTAL

0

GENERAL NOTES:

EXISTING

T R I N I T Y  R O A D

60' PUBLIC RIGHT OF WAY

PROPERTY
BOUNDARY, TYP

1. BEFORE YOU DIG, STOP. CALL THE NC ONE-CALL CENTER AT 1-800-632-4949. IT'S THE LAW.
EXISTING UTILITIES ARE SHOWN FROM THE BEST AVAILABLE INFORMATION AND ARE
APPROXIMATE. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THESE AND OTHER
UTILITIES BEFORE STARTING CONSTRUCTION. NOTIFY UTILITY LOCATING COMPANY (ONE CALL
@ 1-800-632-4949) OR INDIVIDUAL UTILITY OWNERS FOR UNDERGROUND LOCATIONS AT LEAST
48 HOURS IN ADVANCE.

2. ALL CONSTRUCTION SHALL BE PER CITY OF RALEIGH AND NCDOT STANDARDS AND
SPECIFICATIONS.

3. ALL DIMENSIONS ARE IN FEET AND TO BACK OF CURB UNLESS OTHERWISE NOTED.
4. ALL SITE ELEMENTS ARE PERPENDICULAR TO EACH OTHER UNLESS OTHERWISE NOTED.
5. CONTRACTOR SHALL CONTACT ALL OWNERS OF EASEMENTS, RIGHT-OF-WAYS AND UTILITIES,

PUBLIC OR PRIVATE, BEFORE WORKING IN THESE AREAS.
6. PROTECT ALL PROPERTY MONUMENTS AND PINS. MONUMENTS AND PINS THAT WILL BE

DISTURBED DURING CONSTRUCTION SHALL BE REFERENCED AND REPLACED BY A LICENSED
LAND SURVEYOR AT THE COST OF THE CONTRACTOR.

7. CONTRACTOR SHALL MAINTAIN THE SITE IN SUCH A MANNER THAT WORKMEN AND THE PUBLIC
WILL BE PROTECTED FROM INJURY AND ADJOINING PROPERTY PROTECTED FROM DAMAGE

8. CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE UPON COMPLETION OF
THE PROJECT AND AT LEAST ONCE A WEEK DURING CONSTRUCTION.

9. CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL DUE TO
CONSTRUCTION OPERATIONS. ALL STREET SURFACES, UTILITY POLES, CULVERTS, DITCHES,
CURB AND GUTTER OR OTHER STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY
MANNER AS A RESULT OF CONSTRUCTION SHALL BE REPLACED OR REPAIRED BY THE
CONTRACTOR IN ACCORDANCE WITH THE APPROPRIATE SPECIFICATIONS.

10. IF DEPARTURES FROM THE DRAWINGS OR SPECIFICATIONS ARE DEEMED NECESSARY BY THE
CONTRACTOR, DETAILS OF SUCH DEPARTURES AND REASONS THEREOF SHALL BE SUBMITTED
IN WRITING TO THE FACILITY DESIGNER FOR REVIEW. NO DEPARTURES FROM THE CONTRACT
DOCUMENTS WILL BE ALLOWED WITHOUT APPROVAL BY THE FACILITY DESIGNER.

11. ANY AND ALL QUANTITIES SHOWN OR IMPLIED ON THE PLANS ARE FOR ESTIMATION PURPOSES
ONLY.

12. APPROVAL OF THIS PLAN IS NOT AN AUTHORIZATION TO GRADE ADJACENT PROPERTIES. WHEN
FIELD CONDITIONS WARRANT OFF-SITE GRADING, PERMISSION MUST BE OBTAINED FROM THE
AFFECTED PROPERTY OWNERS.

13. ENTRY SIGNS SHALL BE LOCATED IN A DEDICATED EASEMENT. SIGN MUST REMAIN OUT OF
SIGHT TRIANGLES AS SHOWN ON PLANS.

14. ALL ASPHALT EDGES SHALL BE SAW CUT TO PROVIDE A GOOD LONGITUDINAL JOINT. MILL 1.5
FEET @ 1.5 INCHES DEEP MINIMUM TO PROVIDE A LONGITUDINAL LAP JOIN FOR FINAL SURFACE
LAYER.  NO MILLING SHALL BE LEFT FOR A PERIOD OF TIME GREATER THAN 48 HOURS BEFORE
A STREET IS TO BE PAVED OR RESURFACED.

15. COMMON OPEN SPACE SHALL BE OWNED & MAINTAINED BY HOMEOWNERS ASSOCIATION.
16. ANY SPECIALITY STREET SIGNS INCLUDING POSTS SHALL BE SUBMITTED TO THE CITY OF

RALEIGH FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.
17. ALL PUBLIC AND PRIVATE EASEMENTS SHALL BE RECORDED AS PART OF THE FINAL PLAT OF

THE SUBDIVISION.  EASEMENTS BASED OF CENTER OF UTILITY OR PIPE SHALL BE PER AS-BUILT
LOCATIONS.

18. TREE CONSERVATION AREAS SHALL BE RECORDED AS PART OF THE FINAL PLAT OF THE
SUBDIVISION. REFER TO TREE CONSERVATION PLAN FOR MORE INFORMATION ON TREE
CONSERVATION AREAS.

19. ALL RESIDENTIAL DRIVEWAYS SHALL MEETING THE REQUIREMENTS OF THE RALEIGH STREET
DESIGN MANUAL (RSDM) - 20' MINIMUM CORNER CLEARANCE, 3.5' DRIVEWAY RADIUS TURN OUT
AND 10'-18' ALLOWABLE WIDTHS.

20. CLUSTER BOX UNIT SHALL COMPLY WITH ICC A117.1-2009 FOR HEIGHT, REACH AND OPERATION
REQUIREMENTS.  ADA ACCESSIBILITY SHALL BE PROVIDED.

21. ALL STRUCTURES WITHIN THE BOUNDARIES OF THE SITE REQUIRE INDIVIDUAL PERMITS FROM
THE CITY OF RALEIGH INSPECTIONS AND PERMITS DEPARTMENT, INCLUDING RETAINING WALLS

LEGEND

TRINITY OFFICE PARK
UNDER CONSTRUCTION

EXISTING

W A D E  P A R K  B O U L E V A R D

60' PUBLIC RIGHT OF WAY

1

KEYED NOTES:

6' WIDE CONCRETE SIDEWALK

2

3

4
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7

1

1

INTERSECTION STOPPING SIGHT DISTANCE TABLE

MINOR STREET MAJOR STREET SPEED LIMIT 2 LANE
UNDIVIDED

3 LANE
UNDIVIDED OR 2

LANE DIVIDED
WITH 12' MEDIAN

4 LANE
UNDIVIDED

5 LANE
UNDIVIDED OR 4

LANE DIVIDED
WITH 12' MEDIAN

- - - LEFT
TURN

RIGHT
TURN

LEFT
TURN

RIGHT
TURN

LEFT
TURN

RIGHT
TURN

LEFT
TURN

RIGHT
TURN

BOWERY DRIVE TRINITY ROAD 45 MPH - - - - - - 600 430

BOWERY DRIVE MADISON WAY 25 MPH 280 240 - - - - - -
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MULTI-FAMILY STREET

27'
BC/BC

22'
ROW

39'
BC/BC

22'
ROW33'

BC/BC

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH

CITY OF RALEIGH STANDARDS & SPECIFICATIONS

SIGHT DISTANCE
EASEMENT

600' SIGHT DISTANCE LENGTH
(LEFT TURN, LOOK RIGHT)

430' SIGHT DISTANCE LENGTH
(RIGHT TURN, LOOK LEFT)

REFER TO SHEET C-07
FOR TRINITY ROAD
IMPROVEMENTS

22' ROW
DEDICATION

22' ROW
DEDICATION

76'
BC/BC

BACK OF CURB
(BY OTHERS)

104'
ROW

430' SIGHT DISTANCE
HYPOTENUSE

20' PRIVATE
ALLEY EASEMENT

20' PRIVATE
ALLEY EASEMENT

20' PRIVATE
 ALLEY EASEMENT

16'

16'

16'

BACK OF CURB RADIUS
TABLE

IDENTIFIER RADIUS (FT)

A 3'

B 5'

C 10'

D 15'

E 28'
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 S
PA

CE
S 

@
 8'

 x 
22

'

22'5'

10' FRONT SETBACK

20'
ALLEY
SETBACK

6' SIDE
SETBACK

5'
UTILITY
EASEMENT

5' UTILITY
EASEMENT

6' PLANTING STRIP
6' SIDEWALK

 2' MAINT. EASEMENT
5' UTILITY EASEMENT

6' PLANTING STRIP
6' SIDEWALK
2' MAINT. EASEMENT
5' UTILITY EASEMENT

12' PLANTING STRIP
6' SIDEWALK
2' MAINT. EASEMENT
5' UTILITY EASEMENT

UTILITY EASEMENT, TYP
MAINT. EASEMENT, TYP

30" STANDARD CONCRETE CURB & GUTTER

MAILBOX KIOSK - 4' x 10' CONCRETE PAD. REFER TO GENERAL NOTE #20

(2) U-SHAPE BICYCLE RACKS (4 PARKING SPACE) ON 8' x 11' CONCRETE PAD.

WHEEL CHAIR RAMP WITH TRUNCATED DOMES.

ASPHALT PAVEMENT

ADJUST EXISTING GRAVEL PARKING AREA. PROVIDE 6" CABC STONE PER NCDOT STANDARDS

4' ALLEY
SETBACK

2' EDGE OF
BALCONY TO ALLEY

10' FRONT SETBACK

6' PLANTING STRIP
6' SIDEWALK
2' MAINT. EASEMENT
5' UTILITY EASEMENT

22'22'22'22'22'22'22'22'22'22'22'

22'

22'

22'

22'

22'

22'

22'

22'

22'

22'

22'

22'

41'

41'

41'41'

6' 6'
6'

8

16' WIDE CONCRETE DRIVEWAY APRON, TYP9

SEGMENTAL BLOCK RETAINING WALL. REFER TO GENERAL NOTE #21

2 TEMPORARY BARRICADE PER COR STANDARD 10.28

3 ADA PARKING ONLY & VAN ACCESSIBLE SIGN PER MUTCD

1 4" SOLID PARKING LINE / WHITE THERMOPLASTIC

SITE WORK

SIGNAGE

1 30" STOP SIGN PER MUTCD STANDARD R1-1

STRIPING

10

IN LINE WHEEL CHAIR RAMP WITH TRUNCATED DOMES.

2 24" STOP BAR MARKING / WHITE THERMOPLASTIC

3 8' WIDE CROSSWALK / WHITE THERMOPLASTIC

2
2

TYP

TYP

2
TYP

2
TYP

2
TYP

3

45
5

5

5

6

7
TYP

7
TYP

7
TYP

8

7
DRIVEWAY

APRON 8'

15'
R8' R8'

9
TYP

9
TYP

9
TYP

9
TYP

STORMWATER MANAGEMENT AREA

10

3
1

123

3
1

TYP

1
TYP

1
TYP

240' SIGHT DISTANCE LENGTH
(RIGHT TURN, LOOK LEFT)

280' SIGHT DISTANCE LENGTH
(LEFT TURN, LOOK RIGHT)

VEHICULAR GUARD RAIL11

10 11

50'
SHOD-1

7
DRIVEWAY

APRON

18'

12'

TEMPORARY CONSTRUCTION
EASEMENT, TYP

TEMPORARY
CONSTRUCTION
EASEMENT, TYP

TEMPORARY
CONSTRUCTION
EASEMENT, TYP

TEMPORARY CONSTRUCTION
EASEMENT, TYP

CONCRETE BAND (12"x7")12

12
12

12

12

"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT
"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT

"A" UNIT

"B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT "B" UNIT
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NOT FOR CONSTRUCTION

PROFESSIONAL'S SEAL

30' 60'

SCALE IN FEET

15'30'
SCALE: 1 IN = 30 FT

SCALE IN FEET
HORIZONTAL

0

PROPERTY
BOUNDARY, TYP

SIGHT DISTANCE
EASEMENT

UTILITY EASEMENT, TYP
MAINT. EASEMENT, TYP

SIGHT DISTANCE
TRIANGLE, TYP

SIGHT DISTANCE
TRIANGLE, TYP

EXISTING

T R I N I T Y  R O A D

TRINITY OFFICE PARK
UNDER CONSTRUCTION

EXISTING

W A D E  P A R K  B O U L E V A R D

B
O

W
E

R
Y

 
D

R
I

V
E

M A D I S O N  W A Y

LANDSCAPE NOTES:

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH

CITY OF RALEIGH STANDARDS & SPECIFICATIONS

LEGEND

STORMWATER MANAGEMENT AREA

SCALE:

1
L-02

TREE PLANTING DETAIL
NTS

CITY OF RALEIGH STANDARD

PRIMARY TREE CONSERVATION
AREA - SHOD 1 YARD (3,948 SF)

PRIMARY TREE CONSERVATION AREA -
SHOD 1 YARD

1. NO PERMIT FOR THE CONSTRUCTION, RECONSTRUCTION, EXTENSION, REPAIR OR ALTERATION
OF ANY BUILDING, STRUCTURE OR USE OF LAND AND NO BUILDING OR LAND OR ANY PART OF
ANY BUILDING OR LAND, MAY BE OCCUPIED OR USED UNTIL LANDSCAPING HAD BEEN PROVIDED
IN ACCORDANCE WITH THE REQUIREMENTS OF THIS UDO.

2. LANDSCAPING SHALL NOT OBSTRUCT THE VIEWS OF MOTORISTS USING ANY STREET,
DRIVEWAY, PARKING AISLES OR THE APPROACH TO ANY STREET INTERSECTION.  ALL
LANDSCAPING INSTALLATIONS MUST COMPLY WITH THE SIGHT TRIANGLE REQUIREMENTS OF
THE RALEIGH STREET DESIGN MANUAL.  THERE SHALL BE NO SIGHT OBSTRUCTING OR PARTLY
OBSTRUCTING WALL, FENCE, SIGN, FOLIAGE, BERMS, OR PARKED VEHICLES BETWEEN THE
HEIGHTS OF 24 INCHES AND EIGHT FEET ABOVE THE CURB LINE ELEVATION OR THE NEAREST
TRAVELED WAY IF NO CURBING EXISTS.  (STREET DESIGN MANUAL 6.12.3).

3. PRIOR TO CONSTRUCTION TREE PROTECTION FENCING MUST BE INSTALLED AROUND ALL
AREAS NOTED AS TREE CONSERVATION AREAS.

4. TREES CANNOT BE PLANTED WITHIN A TREE CONSERVATION AREA OR THE CRITICAL ROOT
ZONE OF AN EXISTING TREE AND MUST BE PLANTED AT LEAST 15 FEET FROM ANY OTHER TREE
AND NO FURTHER THAN 50 FEET FROM ANY OTHER TREE, MEASURED FROM TREE TRUNK TO
TREE TRUNK.

5. NO REQUIRED LANDSCAPING OR SCREENING SHALL BE PLANTED INSIDE UTILITY AND DRAINAGE
EASEMENTS, EXCLUDING OVERHEAD EASEMENTS, WITHOUT THE CONSENT OF THE CITY AND
THE EASEMENT HOLDER.

6. THE OWNER OR TENANT IS RESPONSIBLE FOR MAINTAINING ALL REQUIRED LANDSCAPING IN
GOOD HEALTH.  ANY DEAD, UNHEALTHY OR MISSING LANDSCAPING MUST BE REPLACED WITH
LANDSCAPING THAT CONFORMS TO THIS UDO WITHIN 30 DAYS (OR WITHIN 180 DAYS WHERE
WEATHER CONCERNS WOULD JEOPARDIZE THE HEALTH OF PLANT MATERIALS).  IN THE EVENT
THAT REQUIRED LANDSCAPE IS SEVERELY DAMAGED DUE TO AN UNUSUAL WEATHER
OCCURRENCE OR OTHER ACT OF NATURE, THE OWNER OR TENANT MAY HAVE 2 YEARS TO
REPLACE THE REQUIRED LANDSCAPE.

7. PER UDO SECTION 7.2.4.B.2 A REQUIRED STREET PROTECTIVE YARD MAY BE REPLACED WITH A
TREE CONSERVATION AREA THAT MEETS THE REQUIREMENTS OF ARTICLE 9.1 TREE
CONSERVATION.  THE PROPOSED TREE CONSERVATION AREA ALONG TRINITY ROAD REPLACES
THE SHOD-1 PROTECTIVE YARD IN THAT AREA.

8. TREES SHOWN ON PROPOSED STREETS MAY NEED TO BE FIELD ADJUSTED BASED ON FUTURE
DRIVEWAY AND UTILITY LOCATIONS.

9. ALL INSTALLATION AND TWO YEAR MAINTENANCE REQUIREMENTS FOR STREET TREES CAN BE
FOUND IN THE RALEIGH STREET DESIGN MANUAL 6.18.1 AND 6.18.2.

10. A TREE IMPACT PERMIT IS REQUIRED PRIOR TO INSTALLATION OF STREET TREES.

DO NOT PRUNE LEADER.  PRUNE OR CUT ONLY
DEAD OR UNHEALTHY BRANCHES

THE ROOT FLARE SHALL BE PLANTED AT GRADE,
NO HIGHER THAN 2" ABOVE GRADE, AND NEVER
BELOW GRADE. REMOVE EXCESS SOIL TO EXPOSE
THE ROOT FLARE AT GRADE. TREE SHALL BE SET
PLUMB
MULCH DEPTH 3". KEEP MULCH 3" FROM ROOT
FLARE AND DO NOT CONTACT STEM

WATER SAUCER SHALL BE NO MORE THAN 3"
ABOVE GRADE

COMPLETELY REMOVE TOP HALF OF BURLAP,
LACING AND WIRE BASKET AND DISCARD FROM
HOLE

HIGH QUALITY SOIL MIX AS SPECIFIED

ROOT BALL SHALL BE PLACED DIRECTLY ON
COMPACTED SUBGRADE. HANDLE TREE BY THE
ROOT BALL ONLY.

NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR
ADEQUATE DRAINAGE OF ALL PLANTING PITS.
(POSITIVE DRAINAGE AWAY FROM PIT)

2. ADHERE TO STANDARDS IN THE CITY TREE
MANUAL.

3. STREET TREES MUST BE 3" CALIPER AT
INSTALLATION WITH A 5' MINIMUM FIRST
BRANCH HEIGHT.

4. PLANTING SEASON OCTOBER - APRIL.
5. A TREE IMPACT PERMIT IS REQUIRED.
6. ELECTRICAL OUTLETS AND OTHER UTILITIES

ARE PROHIBITED IN THE PLANTING AREA
IMMEDIATELY SURROUNDING THE TREE.

3 X
ROOTBALL DIAMETER'

PROVIDE STAKING IF SPECIFIED. IF STAKING IS
PROVIDED, PROTECT TREE WITH BROAD STRAP OR
FLEXIBLE TUBING. ALLOW FLEXIBILITY IN STRAPS
TO DEVELOP TRUNK TAPER. PROVIDE TURN
BUCKLE AND WARNING FLAGS. REMOVE ALL
STAKING AND ACCESSORIES WITHIN ONE YEAR
FROM PLANTING.

CONTACT INFORMATION:
CITY OF RALEIGH PARKS, RECREATION AND CULTURAL
RESOURCES DEPARTMENT URBAN FORESTER:
TREES@RALEIGHNC.GOV
WWW.RALEIGHNC.GOV

50' SHOD-1
STREET PROTECTIVE

 YARD

(1)CCF
(4)MC NO PLANTING WITHIN 15'

OF EXISTING TREE; TYP

(1)CJY

NO PLANTING WITHIN 15'
OF EXISTING TREE; TYP

(3)CCF(9)QP
(21)MC

(4)CF

(3)CJY

(15)VC

(10)UP

(14)ARO

OUTDOOR AMENITY AREA

(ARO) OCTOBER GLORY RED MAPLE

(QP) WILLOW OAK

(UP) LACEBARK ELM

(CJY) YOSHINO CRYPTOMERIA

(CCF) FOREST PANSY REDBUD

(CF) CLOUD 9 DOGWOOD

(MC) SOUTHERN WAX MYRTLE

(VC) CHINDO VIBURNUM




