**Service stubout length on residential property and minor text edits. curb stop added**

- **Curb Stop Box:**
  - ROADSIDE
  - SEE DETAIL W-25 FOR METER BOX
  - 5/8" METER

- **Sidewalk:**
  - 18'
  - FOR FUTURE SPLIT

- **Top of Valve Needs to be 12" Beneath Top of Meter Box Lid and Have Lockable Valve**
  - 3/4" or 1" TYPE "K" SOFT COPPER PIPE, NO JOINTS OR COUPLINGS

- **Brass Curb Stop:**
  - 45°
  - BACKFILL, TAMPERED IN 6" LIFTS
  - CORPORATION COCK
    1. WATER METER AS MANUFACTURED BY SENSUS, OR SCHLUMBERGER.
    2. DIRECT TAP ALLOWED ON MAINS NO LARGER THAN 1 1/4" LINE.
    3. METER BOX TO BE LOCATED IN RW ADJACENT TO PROPERTY OR IN APPROVED EASEMENT ADJACENT TO RW.
    4. WHEN THE GRADE CHANGES ON EXISTING SERVICES, A COPPER RESETTER CAN BE USED TO ADJUST TO GRADE. COPPER RESETTERS ARE PROHIBITED ON NEW SERVICES.
    5. CURB STOP BOX SHALL HAVE PLUG STYLE LID WITH PENTAGON BOLT, 1 1/4" STEEL UPPER SECTION, AND ARCH STYLE BASE. STEEL STATIONARY ROD TO BE PROVIDED FOR CURB STOP OPERATION.

- **Plug Lock:**

- **Flow:**

- **5/8" X 12" Copper Setter Meter Yoke**

- **Standard 3/4" or 1" Service Size PEX 2'**

- **Dual Check Valve:**

- **Backflow Prevention Device:**