NOTES:
1. SELECTION OF BUMP-OUT BIoretention type and location depends on existing roadway design conditions and are assumed to be installed in conjunction with retrofit/street improvement projects.

2. IN ALL CASES, BUMP-OUTS MUST MAINTAIN REQUIRED GUTTER SPREAD TO SAFELY PASS OVERFLOW FROM THE 2-YR STORM (I.E., PONDED WATER LESS THAN 1/2 LANE WIDTH FROM EDGE OF Curb).

3. WHERE NECESSARY, RISER STRUCTURES SIZED FOR THE 2-YR STORM SHALL BE LOCATED WITHIN BUMP-OUT BIoretention. ALL BIoretention BUMP-OUTS SHALL BE DESIGNED TO BYPASS STORMS LARGER THAN THE 2-YR EVENT.

4. ALL BIoretention and permeable pavement underdrains, if required, shall connect to storm drain or other drainage feature.

5. ALL FEATURES, INCLUDING VEGETATION, INTERGRATED INTO BUMP-OUT BIoretention shall meet sight distance requirements per street design manual and recommended plant species in the NC DEQ stormwater BMP manual.

6. ROADWAY FEATURES AND PAVEMENT MARKINGS ARE FOR REFERENCE ONLY. ACTUAL DIMENSIONS AND MARKINGS SHALL CONFORM TO THE CITY OF RALEIGH STREET DESIGN MANUAL.