
NOTES:

1. DETECTABLE WARNING DOMES SHALL COVER 2'-0" LENGTH AND FULL

2. OBTAIN 70% CONTRAST VISIBILITY WITH ADJOINING SURFACE , EITHER

LIGHT ON DARK , OR DARK ON LIGHT SEQUENCE COVERING THE 

DETECTABLE WARNING AREA.
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EXPANSION JOINT

4"

2' DETECTABLE

STANDARD 2'- 6"

CURB & GUTTER

DEPRESSED CURB

SEE NOTE #1
WARNING DOMES
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RAMP WIDTH AREA VARIABLE

DIAMETER

OF THE BASE

NO MORE THAN 65%

LESS THAN 50% TO

TOP DIAMETER OF NO

0.45" R TO 0.70" R

BASE DIAMETER

SHEET 2 OF 4

WITH DETECTABLE WARNING PAVERS

SURFACE PAVERS

DETECTABLE WARNING

DOMES CONCRETE PAVER

DETECTABLE WARNING

1/4"/FT

4' MIN LANDING

RAMP SECTION 

T-20.04.2

SLOPE 12:1 MAX (6' MIN.)

12"

4' MINIMUM

WIDTH OF THE RAMP FLOOR AS SHOWN ON DETAIL. SIZE OF PAVER

SHALL BE 1' X 1'.

FLARES, ETC.

WITH SAME POUR AS RAMP,

FOR WARNING DOMES TO BE

4" CONCRETE FOUNDATION


